Appendix 1

Hardware and Software Requirements for RTGS (MBT/400, CMT/400 and Report Downloading Facility (RDF/400))


1. Hardware Requirements

1.1
Processor Model

The MBT/400, CMT/400 and RDF/400 are designed to run on any model of the AS/400 system running on IBM supported OS/400.

The Institution can opt to use either dedicated or shared AS/400 machine for its MBT/400 and CMT/400 operations.  Our record reveals that a dedicated entry-level AS/400 system is able to run MBT/400 and CMT/400 concurrently for low transaction volume users.

1.2
Main Storage and Storage Pool

MBT/400 and CMT/400 each requires at least 8MB of main storage for their operations.  The main storage requirement of RDF/400 is insignificant.
1.3
Auxiliary (Disk) Storage

· MBT/400 requires a minimum of 50MB auxiliary storage for programs and 10MB for data, which are sufficient to process approximately 500 transactions.

If the Institution has large volume of transactions, the Institution should add 5MB for every additional 500 transactions.

· CMT/400 requires a minimum of 50MB auxiliary storage for programs and 10MB for data, which are sufficient to process approximately 500 transactions.

If the Institution has large volume of transactions, the Institution should add 12MB for every additional 500 transactions.

· RDF/400 requires less than 10MB auxiliary storage for programs and reports.

The Institution should notice that during the daily operation, the MBT/400, CMT/400 and RDF/400 require some working storage.  Thus, the Institution should NEVER allow the overall disk utilisation to go over 80% as recommended by IBM.

1.4
Tape Unit

All MBT/400, CMT/400 and RDF/400 software and their upgrade are distributed by HKICL using one of the following tapes:

· 6.4mm (1/4-inch) cartridge with capacity of 120MB (QIC120), 525MB (QIC525), 1.2GB (QIC1000) or 2.5GB (QIC2GB).

· 8.0mm cartridge tape with capacity of 2.0GB (FMT2GB), 5.0GB (FMT5GB) or 7.0GB (FMT 7GB).

· 12.7mm (1/2-inch) cartridge tape in IBM 3480 or 3490E format.

1.5
Communication Devices

The protocol of Synchronous Data Link Control (SDLC) is being used for connecting the Institution’s MBT/400, CMT/400 and RDF/400 to HKICL. 

To communicate with HKICL’s host, a V.24 communication port is required at the AS/400 machine, which can be shared among MBT/400, CMT/400 and RDF/400.

Although the AS/400 system shipped from plant contains a communication port, this port is intended for use with the electronic customer support facility of IBM.  Thus the Institution is recommended to purchase a V.24 (part number #6154 or #6174 or compatible) communication adaptor.

The Institution should connect the communication adaptor to the NTU (Network Terminating Unit) connecting to a DDS (Digital Data Service) line.  The installation of NTU and DDS line must be arranged through HKICL when installing the MBT/400, CMT/400 and RDF/400.

1.6
Others 

A display station (also known as a workstation) and a printer are also required.

For details of connection, configuration and compatibility, the Institution should consult its hardware vendors.

2. Software Requirements

2.1 Operating System 

MBT/400, CMT/400 and RDF/400 run on the Operating System/400 (OS/400).  HKICL’s terminal application software support policy covers all current OS/400 releases supported by IBM.  From 1 June 2000, the versions supported by IBM are Version 4 Release 3 (V4R3) and Version 4 Release 4 (V4R4).

2.2 Other licensed Programs

Besides the operating system, NO other licensed program is required by MBT/400, CMT/400 and RDF/400.
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